
HE 13JR Quadlan uses four rolls,

instead of the customary three, which

allows the rolling of NPSM threads on

thin wall lamp tubing without collapsing

or “lobing” of the work.

Essentially the same head as the 13/16˝ 13 JN Landex,

the Quadlan uses roll instead of chaser holders.

Standard range is 1/8˝, 1/4˝, and 3/8˝ NPSM Pipe through

the use of a single roll holder set. Comparable sizes of

British Standard Parallel Pipe can be threaded.  Other roll

holder sets are available to produce 18TPI and finer 

pitches on larger diameters.

The 13JR can be supplied with

either straight or Morse taper

shanks for application to

Landis 10TRM, Hause, Grant

double end, or similar units.

A spring loaded reamer can

be incorporated in the head

when the end of the tube

must be reamed. However,

such applications require that

the head be yoke operated.

RANGE: 1/8”, 1/4”, and 3/8”

NPSM Pipe

T

Quadlan Thread Rolling Head

13JR QUADLAN Thread Rolling Head
DR. NO. PART NO. NO PCS. NAME
JR-143 C55872 4 Stl.Roll Holder
JR-141 E53997 4 Stl.Roll Shaft
JR-140 E53996 4 Stl.Shaft Retaining Screw
JR-144 GC1014 4 O-Ring

13JR QUADLAN Straight Pipe Standard Thread Rolls
27 Pitch NPSM 27P-B53798
18 Pitch NPSM B53799

REAMER MAY BE ROTATED WHEN NECESSARY
TO CLEAR THREAD ROLLS.
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DR. NO. PART NO. NO. PCS. NAME
JR-1 0B60077 1 Head Body
JR-6A 0E103424 1 Spacing Washer

.002” THICK
JR-6B 0E103425 1 Spacing Washer

.003” THICK
JR-6C 0E103426 1 Spacing Washer

.005” THICK
JR-7 FA000371 4 1/4-24 ESNA Trunnion 

Stop Nut #3851-0424
JR-9 0C060079 1 Adjusting Ring
JR-10 0D057162 1 Adjusting Worm
JR-12 0E060089 1 Adjusting Worm Washer
JR-13 FA000371 1 1/4-24ESNA Adjusting 

Worm Nut#3851-0424
JR-15 0E60084 1 Head Opening Spring
JR-16 0E60085 1 Head Opening Screw
JR-17 0E060087 1 Spring Hole Screw
JR-18 0C60133 1 Operating Ring
JR-19 0E060091 2 Closing Pin
JR-21 0E60093 2 Stop Screw
JR-26 0C055873 1 Closing Ring
JR-27 0E060092 2 Closing Pin Bushing

DR. NO. PART NO. NO. PCS. NAME
JR-30 0E060102 4 Sliding Block Pin
JR-31 0E060101 4 Sliding Block
JR-33 0E060086 1 Head Opening Spring Pin
JR-41 0B060508 1 STD. Hollow Shank
JR-114 GC001810 1 #1452Fitting
JR-115 0E060094 2 Driving Pin
JR-116 0E060509 2 Connecting Pin
JR-119 0E060503 2 Connecting Pin Spring
JR-124 0E060082 4 Retaining Zero Plate Screw
JR-131 0E060510 2 Connecting Pin 

Retaining Screw
JR-132 D108052 1 Retaining Plate
JR-140 E53996 4 Roll Shaft 

Retaining Screw
JR-141 E53997 4 Roll Shaft
JR-142 See Chart 4 Thread Roll (Specify: Dia., 

On Page 52 Pitch and Thread Form)
JR-143 C55872 4 *Roll Holder with 

Integral Trunnion
JR-144 GC1014 4 O-Ring
JR-145 GD521 1 1/4” Socket Driver
JR-146 GD518 1 3/8” Socket - 1/4” Drive

13 JR QUADLAN Thread Rolling Head

*Special roll holders required for beaded tubing.
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